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ViaLite Ethernet Module Datasheet LSX-Ex-DS-3                                   CR2686                                                        01/06/09 
 

Due to our policy of continuing product development, these specifications are subject to change and improvement without notice. 

 
 
 
 
 
 
 

·  10Mb/s, 100Mb/s or 1Gb/s compatible 
·  Triple speed auto negotiating RJ45 port 
·  No special signal coding requirements 
·  Transmission distances up to 20km 
·  Immunity to electrical interference 
·  SNMP Network Control Module compatible 
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 Pulse Power & Measurement Ltd , 65 Shrivenham Hundred Business Park, Watchfield, Swindon, Wiltshire SN68TY, UK 
Tel  +44 (0)1793 784389    Fax  +44 (0)1793 784391   Email  sales@ppm.co.uk   www.vialite.co.uk 
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 Ethernet E4 Rack Module Ethernet E2 Rack Module �
Data Rate 10/100/1000 Mb/s (auto negotiating) 100 Mb/s (fixed) 

Fiber Interface Fast Ethernet IEEE 802.3u (10/100/1000BASE-TX, 1000BASE-FX) 

Full duplex, two fibres 

Fast Ethernet IEEE 802.3u (100BASE-TX, 100BASE-FX) 

Full duplex, two fibres 

Operating Temperature 0°C to +50°C 0°C to +50°C 

Storage Temperature -40°C to +80°C -40°C to +80°C 

Indicators Front Panel LED “Power” 

Front Panel LED “Copper RX/ACT ” 

Front Panel LED “Copper LINK ” 

Front Panel LED “Fibre RX/ACT ” 

Front Panel LED “Fibre LINK ” 

Front Panel LED “Power” 

Front Panel LED “Copper RX/ACT ” 

Front Panel LED “Copper LINK ” 

Front Panel LED “Fibre RX/ACT ” 

Front Panel LED “Fibre LINK ” 
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 Ethernet E4 Rack Module Ethernet E2 Rack Module �
Laser Power Output Class 1 Class 1�
Optical Wavelength 1310 nm ± 20 nm (1550nm/CWDM options) 1310 nm ± 20 nm (1550nm/CWDM options) 

Fibre Type Single Mode 9/125mm, Corning SMF28 or equivalent Single Mode 9/125mm, Corning SMF28 or equivalent 

Optical Connector FC/APC (E2000 options) FC/APC (E2000 options) 

Optical Path Length Up to 20km for 1310nm with single mode fibre Up to 20km for 1310nm with single mode fibre 

Optical Power Budget 10dB (typical fibre losses: fibre 0.4dB/km, connectors 0.5dB) 10dB (typical fibre losses: fibre 0.4dB/km, connectors 0.5dB) 
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LRK2S 3U 8 Module Chassis + 2 PSU’s 
LPS-M Main Power Supply Module 
LPS-R Reserve Power Supply Module 
75003 Single Module Sleeve  
75004 1U 3 Slot Chassis 
LRD-x RF Splitter Module 
LRS-xx 1:1 Redundancy Switch 
LRT-xx-xx RF to Fibre Tx Modules 
LRR-xx-xx RF to Fibre Rx Modules 
LRC-1 SNMP Network Control Module 
75010-xxx IP rated Outdoor Enclosures �
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128.4mm 

175mm 

35.5mm 

Rack 
Module 


